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RECOMMENDED TOOLS: 
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2) #10 Torx screwdriver 

3) (Optional) Mini hot glue gun (Do-It-Yourself Center SKU# 6113476) 
4) (Optional) Solder Flux Cleaner (Buy Reliant Catalog #E1637) 

5) (Optional) Small soft bristle brush (to clean tined locations) 


NOTE: Having the right tool for the right job will make all the difference between a 
pleasant experience vs. a nightmare!!! 


BEFORE YOU BEGIN: 


Make sure you are grounded before you begin installing your mod chip; you must ground 
yourself by either using a grounding strap (Radio Shack Catalog #: 276-2370) or by 
touching something metal. Make sure that you are working on a non-conductive surface 
(i.e. wood, glass...etc.). NOTE: ALL TEXT IN BLUE IN THIS DOCUMENT ARE 
URL LINKS FOR YOUR REVIEW!!! 
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FIGURE #A 


SOLDERING 
If you choose to solder-in your mod-chip and you are a novice when it comes to 
soldering, then you should review the soldering tips web site first. 


THERE ARE MORE HELPFUL TIPS IN THE FULL 
MANUAL!!! 


Your mod-chip comes shipped to you with all the necessary supplies (i.e. solder, cables, 
mod-chip...etc.) needed to complete your installation as shown below in figure #1. 
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FIGURE #1 
DISASSEMBLE YOUR XBOX 


First verify which version Xbox you have because the installation will differ depending 
on the model you are installing it to; this manual will cover versions 1.0 — 1.5. 
Disassemble your Xbox and remove the motherboard as shown below in figure #2. 





PLEASE NOTE: ANY MODIFICATION TO YOUR XBOX GAME CONSOLE IS CARRIED OUT 
AT YOUR OWN RISK!!! 


INSTALLING THE PIN HEADER 


Locate the LPC port holes where the pin header will be installed in your Xbox as shown 
below in figure #3. 


"iT a Wj 


“5 
A 
i 


Y 


WM 


= 7 
Sb ete 


on Dd 
—™ o 
Cn, 


eat eyh 
we OIDLe 


7s 
“lens 
r 


) 
Pee eR AR OD) 


idu 


i 


tee TAG : ee eae eee ae aoe — ie a 
» 5 2 r et . 
Pa Bi Dis AY ie Pa(a=s W49F020T-90B == - 
ry +1 ed oy y 62a eid TE RYN 2 
p 


SSRSSEE LT SET ET BS 


ae Tess 





s — 
___ oe 
eo 






Ve | 
Te ese) 


PPT TT TTT ities er 


ae 


= h AUG ON eps i‘ 
z Pel V4 CD ds it any 


a eee 





sate 
had 5 


FIGURE 


t 
he 





#3 
Remove pin #4 from the pin header as shown below in figure #4. NOTE: YOU WILL 
DESTROY YOUR MOD_CHIP IF YOU DO NOT REMOVE THIS PIN!!! 





FIGURE #4 
Turn over the motherboard and solder-in the pin header. 
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FIGURE #5 


Only pin #4 should be missing from the pin header; your install should look like figure #6 
below. 
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FIGURE #6 
Below are the other two locations of the DO pad depending on your Xbox model as 
shown below in figures #8 & #9. 
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~ FIGURE #8 (V1.2 - V1.5) 
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FIGURE #9 (V1.0 — V1.1) 


INSTALLING THE DO WIRE 


(OPTIONAL) First you must tin your DO pad on your mod-chip before soldering the wire 
to it. 
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FIGURE #10 





Solder the DO wire to the pad on the mod-chip as shown below in figure #1 1 





FIGURE #11 


If you are confident with your solder skills, then you can solder the DO/Ground wire 
harness as shown below in figure #12. 


Tol 
SUC aioli 


eat 
a it 


haa bee 


i] Cae 

| an 1 Wes ie 

ook feed a eae ez 
sl dee aaa Wd TT 

LU ee mle, 


a 
a Seale 
ee Le rl 
j NODE \ Cnn 
‘ i 
Le) 


RE . 


Na 


\ eh a a Tol" "7 oto 


A") Ne 
i eee aot 
TT ies all Ma 


teh 


up 
0 
© 
un) 
o 
uo 
T 
© 
T 
io 
cl 
mo 
et 
e*) | 
> 


—_—— 
—— 
—_——. 
Se 
— 
Ss 
—aEEEE_ 
ee 
—_—_ 
= = 
eC 
—_—— 
ee 
—____ 
al 
ST 
—_—_— 
—_—_— 


Cae | iene 
Pte seals 


| La ee 
a ir it 7 


FIGURE 412 
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